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Installation manual

Name: 

Components 
included with unit:

KNOT PC1035 
suspension light

Installation must be carried out by a qualified electrician only.
Switch off power at main circuit panel prior to installation!
The manufacturer assumes no liability for damage resulting from incorrect installation.

assembled light, ceiling bracket with wiring (electronic power supply, 
dimmer, terminal connector), ceiling canopy, 2x hex screws (M6), hex key 
size 2, hex key size 3, remote control, cotton gloves, installation manual

Installation of ceiling canopy hanger and suspension light
- Secure the ceiling canopy hanger to the ceiling.
- With regard for various types of ceiling materials, we recommend consulting an expert when securing 
the bracket to the ceiling. The manufacturer assumes no liability for incorrect installation or defects in the 
material to which this load-bearing component is to be secured.
- Pass the suspension cord through the canopy so that the canopy’s hollow inner side is facing the ceiling.  
- Feed the end of the suspension rope (together with the power cord) through the hanger in the middle of 
the ceiling bracket so that it protrudes approximately 5 cm and secure it tightly with the wing nut.  

Connect the light to the building wiring. 
- Using the two hex screws (M6) and the hex key, attach the ceiling canopy to the ceiling bracket. Do not 
tighten the hex screws completely – the head of the screw should extend from the canopy by at least 1mm.  
Switch on the appropriate circuit breaker and test the light for proper function.
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3. Cleaning – removing the glass components
- clean the internal components of the light only after it has been taken down and disassembled
-  this can be done in two ways:
A / removing the glass components without demounting the entire unit from the ceiling 
(requires 1-2 persons) – PC1018, PC1019
- Using the provided hex key, loosen the hex screw (M4) in the metal cord end and remove the cord end 
from the suspension cord.  
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- Expose the spring mechanism on the suspension cord in the top of the light by raising the cover approxi-
mately 20 cm. The spring is held under tension by a stainless steel lock with two hex screws (M4). 
- Remove these screws and raise the lock and spring along the suspension cord to the cover. Because 
the light assembly is now unstable, the next step must be carried out slowly and with care. 
- Raise the light assembly along the suspension cord to the spring (approx. 20 cm), untie the knot beneath 
the light, and lower the glass shade and glass diffuser to remove them from the suspension cord. 
The metal top and light source will remain hanging on the suspension cord. 
- You can now clean the glass components. 
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B / removing the glass components with demounting of entire unit from the ceiling (requires 2 per-
sons) – PC1016, PC1017
- To demount the entire unit, proceed by reversing the steps described for installation.  
- You can now disassemble the light under controlled conditions, e.g., on a table. 

Prior to shipping, the functionality of each light and its components is thoroughly
tested. The manufacturer assumes no liability for the mishandling of products.

Installation time:  0.5 H (2 persons)

Balancing the light
- The light is balanced by rotating the knot and incrementally shifting the metal top in the desired 
direction.  
- Despite thorough inspection and balancing prior to shipping, each light must be balanced individually 
following installation.  
- Raise the cover of the spring approx. 5 cm and leave to hang freely on the suspension cord.  
- Loosen the stainless steel lock by backing out the two hex screws holding it in place. Slightly reduce the 
tension in the spring by raising it approximately 2 cm. The metal top should still be under enough tension 
to keep the light assembly stable yet free enough to allow for adjustment. 
- The metal top can now be incrementally shifted until the light is perfectly balanced. Once the light 
is balanced, compress the spring as far as possible with the stainless steel lock and secure the lock with 
the two hex screws (M4). 
- Lower the cover over the spring mechanism.  

Reinstalling the glass
- Place the glass diffuser on the glass shade and carefully thread these components back onto the suspen-
sion cord. To make this step easier, first straighten the deformation in the suspension cord left by the knot.   
- Begin by passing the suspension cord through the opening in the glass diffuser and continue through the 
opening in the bottom of the glass shade.  
- Raise the glass components along the suspension cord to the spring and install the light source and met-
al top. Align all of these components until they fit together comfortably. 
- Hold the light assembly securely on the suspension cord by gripping the cord directly beneath the glass 
shade. 
- Retie the knot in approximately the same position it was before disassembly and lower the light onto it. 

- Carefully adjust the light to its correct position and lower the spring and stainless steel lock into the 
metal top. 
- Compress the spring as far as possible with the stainless steel lock and secure the lock with the two hex 
screws (M4). 
-To ensure the screws do not interfere with the cover, tighten them until they sink just below the surface of 
the lock. 
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